




System Cartridge Change-Out
1. Turn the valve on the prefilter to the “OFF” position.

2. Install plastic tubing provided into the flush valve
manifold. Direct tubing to drain.

3. Open flush valve to depressurize system. Check that
gauge reads zero.

Prefilter Change-Out
1. Unscrew the housing (left) from the head of the prefilter.

Note: The housing will be full of water and quite heavy.

Note: Use wrench only if necessary.

2. Dispose of spent cartridge.

3. Thoroughly clean housing with mild, non-abrasive
soap or detergent.

Note: Do not use alcohol-based cleaning agents on housing.

4. Clean and inspect o-ring gasket for damage. Replace if
necessary.

5. Apply a light coat of food grade lubricant to o-rings.

6. Install new prefilter cartridge.

Note: Be sure cartridge is seated properly in the housing
before tightening into the head. Cartridge may not seal
properly if removed and replaced more than once. Discard
cartridge and replace with new one if cartridge does not
seal or if sump is opened.

7. Screw the housing into the filter head until it becomes
firmly seated against the ends of the top cartridge.

Note: Do not use wrench to tighten.

Flush for 5 minutes.

Manifold Cartridge Change-Out
1. Lift the red knob on the filter head upward and hold.

2. While holding the red knob up, turn cartridge left while
grasping cartridge securely. Pull the cartridge straight
down and discard.

Note: There is a small amount of residual water drainage
after pressure is relieved and during cartridge removal.

3. Align tabs of new cartridge with the head and insert
new cartridge into head. Turn cartridge right until a
clicking sound is heard. This indicates that the
cartridge is properly engaged.

4. Repeat steps 1-3 for the remaining taste/odor cartridges.

5. Rotate shut-off valve on head of prefilter to “ON”
position.

6. Turn valve on the prefilter head to the “ON” position.
Open flush valve remove any trapped air and carbon
fines (flush for a maximum of 5 minutes). Set red
follower needle on gauge. The system is now ready for
service.

To set the pressure gauge:
Rotate the red follower needle clockwise until it
contacts the black pressure needle on the low side.
The red follower needle will now record the lowest
water pressure when the filter system is in use.

Note: The filter pressure will decrease as the cartridge life 
decreases.

Troubleshooting Guide

Coffee brewer makes short pots or
ice machine improperly fills.

No water flow through the system.

Not enough water post mix system.

Short life.

Low incoming water pressure

Filters clogged

Prefilter inlet valve closed

Filters clogged

Low incoming water pressure

Filters clogged

Temporarily dirty water

Check source

See Replacement Cartridge
Instructions (page 1)

Check prefilter inlet valve position

See Replacement Cartridge
Instructions (page 1)

Check source

See Replacement Cartridge
Instructions (page 1)

Replace cartridges
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Specifications

Higher Capacity Cartridge Replacement Options

Light Normal Heavy

Model 1-C

Model 1-SC

Model 1

Model 1-S

Model 1-P

Model 1-SP

Model  2-C

Model  2-SC

Model  2

Model  2-S

Model  2-P

Model  2-SP

Model  4-C

Model  4-SC

Model  4

Model  4-S

Model  4-P

Model  4-SP

Model 5-C  
40-100˚F

(4.4-38˚C)
25-125 psi

(172-862 kPa)
1/2" NPT 0.5

6 gpm
(22.7 lpm)

36,000 gal.
(136,274 liters)

CFS8504-A  
CFS8812X 
CFS8000-S

Model 5    
40-100˚F

(4.4-38˚C)
25-125 psi

(172-862 kPa)
1/2" NPT 1

6 gpm
(22.7 lpm)

40,000 gal.
(151,416 liters)

CFS8504-A  
CFS8112  

CFS8000-S

Model 5-P  
40-100˚F

(4.4-38˚C)
25-125 psi

(172-862 kPa)
1/2" NPT 5

6 gpm
(22.7 lpm)

19,200 gal.
(72,680 liters)

CFS8504-A  
CFS8720  

CFS8000-S

*2-high prefilters use 8504-B

Cartridge 
Replacement*

Model Cyst
Chlorine 
Taste & 

Odor
Scale

Micron 
Rating

System Flow 
Rate

Chlorine 
Reduction 
Capacity

Sediment Water
Temp.

Water
Pressure

Inlet/Outlet 
Connections

40-100˚F
(4.4-38˚C)

25-125 psi
(172-862 kPa)

1/2" NPT 0.5
1.5 gpm
(5.7 lpm)

9,000 gal.
(34,069 liters)

CFS8504-A
CFS8812X

CFS8812-XS

40-100˚F
(4.4-38˚C)

25-125 psi
(172-862 kPa)

1
1.5 gpm
(5.7 lpm)

10,000 gal.
(37,854 liters)

CFS8504-A
CFS8112  

CFS8112-S

40-100˚F
(4.4-38˚C)

25-125 psi
(172-862 kPa)

1/2" NPT 5
1.5 gpm
(5.7 lpm)

4,800 gal.
(18,170 liters)

CFS8504-A  
CFS8720  

CFS8720-S

1/2" NPT

40-100˚F
(4.4-38˚C)

25-125 psi
(172-862 kPa)

1/2" NPT

0.5
3 gpm

(11.4 lpm)
18,000 gal.

(68,137 liters)

CFS8504-A
CFS8812X

CFS8812-XS

40-100˚F
(4.4-38˚C)

25-125 psi
(172-862 kPa)

1/2" NPT 1
3 gpm

(11.4 lpm)
20,000 gal.

(75,708 liters)

CFS8504-A
CFS8112  

CFS8112-S

40-100˚F
(4.4-38˚C)

25-125 psi
(172-862 kPa)

1/2" NPT 5
3 gpm

(11.4 lpm)
9,600 gal.

(36,340 liters)

CFS8504-A  
CFS8720  

CFS8720-S

40-100˚F
(4.4-38˚C)

25-125 psi
(172-862 kPa)

1/2" NPT

0.5
6 gpm

(22.7 lpm)
36,000 gal.

(136,274 liters)

CFS8504-A
CFS8812X

CFS8812-XS

40-100˚F
(4.4-38˚C)

25-125 psi
(172-862 kPa)

1/2" NPT 1
6 gpm

(22.7 lpm)
40,000 gal.

(151,416 liters)

CFS8504-A
CFS8112  

CFS8112-S

40-100˚F
(4.4-38˚C)

25-125 psi
(172-862 kPa)

1/2" NPT 5
6 gpm

(22.7 lpm)
19,200 gal.

(72,680 liters)

CFS8504-A  
CFS8720  

CFS8720-S

Light Normal Heavy
CystModel

Chlorine 
Taste & 

Odor

Sediment Flow Rate
(per cartridge)

Chlorine Reduction Capacity
(per cartridge)

Micron RatingScale

CFS8812-ELX

CFS8812ELX-S

1.67 gpm
(6.3 lpm)

14,000 gal.
(52,996 liters)

0.5

CFS8112-EL

CFS8112EL-S

1.67 gpm
(6.3 lpm)

12,600 gal.
(47,696 liters)

1

CFS8720-EL

CFS8720EL-S

1.67 gpm
(6.3 lpm)

5,500 gal.
(20,820 liters)

5
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Model 1

5 5/16"
(13.5 cm)

1/2"
NPT

1/2"
NPT

Prefilter

2" (5.1 cm) 
Cartridge Clearance

2" (5.1 cm) 
Cartridge Clearance

2" (5.1 cm) 
Cartridge Clearance

2" (5.1 cm) 
Cartridge Clearance

Flush Line

Quick Change
Taste/Odor
Fine Filter

11 1/2"
(29.2 cm)

18 1/4"
(46.4 cm)

9 5/8"
(24.4 cm)

1/2"
NPT

Prefilter

Flush Line

Quick Change
Taste/Odor
Fine Filter

5 5/16"
(13.5 cm)

Model 2

1/2"
NPT

18 1/4"
(46.4 cm)

15 1/2"
(39.4 cm)

13 5/8"
(34.6 cm)

5 5/16"
(13.5 cm)

Model 4

1/2"
NPT

18 1/4"
(46.4 cm)

23 1/2"
(59.7 cm)

21 5/8"
(54.9 cm)

1/2"
NPT

Prefilter

Flush Line

Quick Change
Taste/Odor
Fine Filter

5 5/16"
(13.5 cm)

Model 5

1/2"
NPT

Scale
Inhibitor
Cartridge

18 1/4"
(46.4 cm)

25 3/4"
(65.4 cm)

23 7/8"
(60.6 cm)

11 15/16"
(30.3 cm)

11 15/16"
(30.3 cm)

1/2"
NPT

Prefilter

Flush Line

Quick Change
Taste/Odor
Fine Filter
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Item
Number

Description Part Number

1A Model -1 Mounting Panel 68912-31

1B Model -2 Mounting Panel 68850-31

1C Model -4 Mounting Panel 68852-31

1D Model -5 Mounting Panel 68885-31

2A Model -1 Manifold 68913-31

2B Model -2 Manifold 68854-31

2C Model -4 Manifold 68855-31

2D Model -5 Manifold 68886-31

3 Pressure Gauge 85005-47

4 Prefilter Mounting Bracket 68881-32

5 CFS570 Quick Change Head 68375-03

6 O-ring for CFS570 Head 63597-225

7 Tubing for Drain (6ft/1.8m) (Not Shown) 36897-33

8 Ball Valve 68974-32

9 Wrench (Not Shown) 68434-32

10 Prefilter Head 69815-06

11 Prefilter O-ring 63597-210

12 NPT - 3/8" Plug (Not Shown) 68862-32

13 1/4" Plug for Second Gauge (Not Shown) 68862-31

14 Prefilter Housing 69811-42

15 Prefilter Housing 2-High with Post (Optional) 64932-04

Not Shown 1/2" x 3/8" Bushing 68968-32

Not Shown 3/8" Flare Tee 64058-39

Replacement Parts List
Replacement cartridges and parts are available through your CUNO Food Service Distributor.
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Limited Two-Year Warranty

CUNO Incorporated warrants the original purchaser-consumer
of its Product that it is free of defects in materials and workmanship.
Any defect, malfunction, or other failure of the Product to conform
to this warranty will be remedied by CUNO in the manner
provided below.

This Warranty, together with any warranties implied by law,
shall be limited to a duration of two (2) years from the original
date of purchase by the consumer.

This Warranty does not apply to defects that result from
abuse, misuse, alteration or damage not caused by CUNO.

IMPORTANT: To file a claim under this warranty you must
complete and mail the Warranty Registration Card supplied with
this product to CUNO at the address below within ten (10) days
of original purchase date.

THIS WARRANTY DOES NOT COVER, AND IS INTENDED TO
EXCLUDE ANY LIABILITY ON THE PART OF CUNO, WHETHER
UNDER THIS WARRANTY OR UNDER ANY WARRANTY IMPLIED
BY LAW, FOR ANY INDIRECT OR CONSEQUENTIAL DAMAGES
FOR BREACH HEREOF OR THEREOF.

Note: Some states prohibit limitations on the duration of
implied warranties and on the exclusion of indirect or
consequential damages; and so the limitation on implied
warranties and on incidental and consequential damages may not
be applicable to you.

RESPONSIBILITY OF CUNO

CUNO’s responsibility under this warranty shall be to repair at
its expense, at no charge to the original purchaser-consumer, any
product that is actually defective, malfunctioning, or otherwise in
violation of this warranty. If CUNO for any reason cannot repair a
Product covered hereby within two (2) weeks after receipt of the
original purchaser-consumer’s notification of a Warranty claim,
then CUNO’s responsibility shall be, at its option, either to replace
the defective Product with a comparable new unit at no charge to
the consumer or to refund the full purchase price. CUNO’s
obligations of repair, replacement, or refund are conditioned upon
return of the defective product to CUNO.

If any Product covered hereby is actually defective within the
terms of this Warranty, then CUNO will bear all the reasonable
and proper shipping and mailing charges actually incurred in the
consumer’s return of the Product set forth herein. If the Product
proves not to be defective within the terms of this Warranty, then
all costs and expenses in connection with the processing of the
consumer’s claim hereunder shall be borne by the consumer.

RESPONSIBILITY OF THE CONSUMER

The original purchaser-consumer’s sole responsibility in the
instance of a warranty claim shall be to notify CUNO of the defect,
malfunction, or other manner in which the terms of this Warranty
are violated. You may secure performance of obligations
hereunder by (in writing):

1. Identifying the Product involved (by model or serial number or
other sufficient description that will allow CUNO to determine
which product is defective).

2. Specifying where, when, and from whom the Product was
purchased.

3. Describing the nature of the defect, malfunction, or other
violation of this Warranty.

4. Sending such notification together with the defective Product
and $5.00 check or money order to cover postage and
handling to:

CUNO Incorporated, 400 Research Parkway, Meriden, CT
06450, USA

THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS, AND
YOU MAY ALSO HAVE OTHER RIGHTS, WHICH VARY FROM
STATE TO STATE.

Model 5 Only

Outlet for
Ice/Coffee
Equipment

Outlet for
Beverage
Equipment

Outlet Port Diagram for Model 5 Only
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CUNO Incorporated
400 Research Parkway

Meriden, CT 06450, USA
Toll Free: 1-888-218-CUNO
Worldwide: 203-237-5541
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