


Spec No.
Quantity
Model Number
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Model 4
BevXpress™ Water Filtration Systems

Physical Specifications:
231/2"

(59.7 cm)

e System to incorporate a high flow, unibody manifold design.

e System to incorporate a 10” or 20" prefilter housing with a
positive piston seal design and built-in shut-off valve.

» System to incorporate a uniform density prefilter.

¢ Each individual head to incorporate a piston lock.

e System to be manufactured from FDA CFR-21 and/or NSF
compliant materials.

Standard -
181/4"
(46.4 cm)

e System to carry an NSF Performance Data Sheet (PDS)*.

Two High
Prefilter-
25 9/16"
(64.9 cm)
(-2H Option)

« Filter cartridges to be non-activation type.

 Post-filter cartridges to be double o-ring seal type. .
Optional Extendea

Length Cartridge-
221/2"
(57.2 cm)

« Post-filter cartridges to incorporate a graded density, multi-
composite carbon block or granular activated carbon.

e System to have a maximum operating pressure of 125 psi (862
kPa) and operating temperature of 100°F (38°C).

 Post-filter cartridges to be sanitary in design, requiring no contact
with the filter media during cartridge change-out.

2" (5.1cm)

Cartridge Clearance
For Either Configuration

i
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i
i
e Each system to have a micron nominal particle reduction L
capability. |

e Each system will reduce chlorine taste and odor for
gallons (liters).

A -

112" (3.8¢cm)
e System to have a service flow rate of 6 gpm (22.7 Ipm). Cartridge Clearance

* For NSF listed products.

Installation Tips:

 Shut off downstream equipment prior to installation of the system.
» Do not exceed operating parameters for temperature or pressure.
* Do not install outdoors.

e For cold water use only.

System Options

e For commercial use only.

Model Part |Reduction| Micron | Capacity | Service Apnlicati Replacement aty | sizi
Number | Number | Claims | Rating | gal. (lit.) [Flow Rate pplication Cartridge V| Slzing
Model Sediment, 40,000 Standard | CFS8504-B | 1
; i mi f ; 4-2H 55839-03 Chlorine ! (151,416) Water
Do not use with water that is microbiologically unsafe or of unknown ’ CFS8112 4 High
quality without adequate disinfection before or after the system. - Volume
Systems certified for cyst reduction may be used on disinfected Model Sediment, 36,000 6 gpm CFS8504-B | 1
water that may contain filterable cysts. EPA Establishment Number 4c-oy | 99839-10 Chlorine, | 0.5 (136,274) | (22.7 Ipm) Cyst
070595-CT-001. Cyst CFS8812-X | 4
CUNO Incorporated recommends regularly scheduled maintenance Model Sediment, 19,200 High CFS8504-B | 1 | pedium
and replacement of the filter cartridge(s) in order for the product to apoH | 383 ohiorine | % | (72.680) Turbidity Volume
perform as advertised/sold. ' CFS8720 4

Limited 5 Year Warranty

CUNO Incorporated warrants to the original purchaser-consumer that this product is free from defects in materials and workmanship. This warranty, together with any and all warranties implied
by law, shall be limited to a period of five (5) years from the date of original purchase by the consumer. This warranty does not apply to failures that result from abuse, misuse, alteration or
damage not caused by CUNO. This warranty is subject to exclusions and limitations. Please refer to the Warranty Card provided with the product for details.
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