
ScaleGard® Plus 2 Reverse Osmosis Systems
Spec No. _________________________________________________
Quantity _________________________________________________

Product Features
Compact design utilizes quick disconnect
fittings, stainless steel bracket, and optional
wall mounting.

Provides easy adaptation to existing piping,
resistance to rust and corrosion, and easy
access to tight areas.

SQC™ - Sanitary Quick Change encapsulated
design reduces contamination during change-
outs and are disposable and incineratible.

220V/50Hz and 100V/50Hz are available for
international electrical requirements.

FDA CFR-21 and/or NSF compliant materials
provides peace of mind that this product is
suitable for potable applications.

Includes a built-in bypass solenoid with
convenient 3/8” NPT connections.

Application
• Steamer Equipment

The STM150 and TSR150 Reverse Osmosis water filtration systems are uniquely designed to produce
consistent quality water for the specific reduction of scale causing minerals in boiler based steamer
applications. The STM150/TSR150 RO membrane is designed to reject over 96% of minerals that cause scale
build-up and equipment problems. Activated carbon and graded density pretreatment protect the RO
membrane. The post-treatment filters adjust the product water to allow electronic probes to function correctly
in water conditions up to 2,000 ppm TDS.

STM150 & TSR150

STM150

STM150-A @ 220V/50Hz STM150-B @ 100V/50Hz TSR150-2A @ 220V/50Hz with 20/40 pressure switch
TSR150-2B @ 100V/50Hz with 20/40 pressure switch TSR150-4A @ 220V/50Hz with 40/70 pressure switch TSR150-4B @ 100V/50Hz with 40/70 pressure switch

Product Specifications

Model 
Number

Part 
Number

Voltage 
Requirements Capacity Performance Application

STM150 STM150 110V/60Hz
150 gpd (568 lpd)

6.25 gph (23.7 lph)
For moderate TDS conditions

For incoming water conditions under 
500 ppm TDS

TSR150 TSR150 110V/60Hz
150 gpd (568 lpd)

6.25 gph (23.7 lph)
For high TDS conditions

For incoming water conditions over 
500 ppm TDS




