
Reverse Osmosis Systems
Spec No. _________________________________________________
Quantity _________________________________________________

Product Features
Stainless steel construction of frame and
modular vessels protects against rust and
ensures system longevity.

Wall mountable pretreatment package
(included) provides convenient change-out
and protects RO membrane.

Well designed, efficient components such as
the inlet solenoid valve, tank pressure switch,
and low pressure switch, allows each
automated function to operate efficiently and
precisely.

Teflon® flow control valve and flush valve,
when operated and maintained properly,
extends membrane life and performance
while reducing maintenance costs.

Teflon is a registered trademark of E.I. DuPont.

Application
• Steamer Equipment

The CFSRO900 Reverse Osmosis water filtration system is uniquely designed to produce consistent quality water
for the specific reduction of scale causing minerals in high volume boiler-based steamer applications. The
CFSRO900 RO membrane is designed to reject over 96% of minerals that cause scale build-up and equipment
problems. Activated carbon and graded density pretreatment protect the RO membrane. The post-treatment filters
adjust the product water to allow electronic probes to function correctly in water conditions up to 2,000 ppm TDS.

CFSRO900

CFSRO900

Accessories
55917-01 - Monitor/Bypass Panel, 55918-31 - Reverse Osmosis TDS Meter, 45-601 - RO Housing Wrench

* 220V/50Hz volt units available
** Capacity is at 77°F (25°C)

Product Specifications
Model 

Number*
Part 

Number Type

CFSRO900 55904-01 Reverse Osmosis

B-Assembly 55899-01
Pre- and Post-

Treatment
N/A

5µm sediment and chlorine reduction pretreatment filters, TDS adjustment 
post-treatment filter, mounting panel and pressure gauge

Application

Steamers up to
300,000 BTU or 48K

Capacity**

900 gpd
(3,407 lpd)

Performance

For high TDS conditions up to 2,000 
ppm TDS




