
Dual Port Filtration Systems
Spec No. _________________________________________________
Quantity _________________________________________________

Product Features
Dual outlet connections (1/2” barb inlet and
outlet, 3/8” flare for ice and coffee) provides
specific filtration needs to multiple
application areas.

Unibody manifold with parallel connection
provides higher flow rates and gallon
capacities for higher output applications.

SQC™ - Sanitary Quick Change encapsulated
design reduces contamination during change-
outs and are disposable and incinerable.

Pressure gauge with red follower needle
allows the filter pressure to be monitored to
indicate when the cartridges are reaching the
end of their service life.
FDA CFR-21 and/or NSF compliant materials
provide peace of mind that this product is
suitable for potable applications.

Application
• Multiple Equipment

The DP-2C & DP-3C water filtration systems are engineered to provide high flow rates and high capacities in a
single compact package. The graded density filtration media protects downstream equipment and reduces sediment
particles that can cause beverages and ice to be cloudy and unappealing. Premium activated carbon reduces
chlorine taste and odor for consistent, great tasting cold beverages, hot beverages and ice. A dedicated scale
inhibition cartridge reduces scale build-up on evaporator plates and heating coils in both ice machines and coffee
brewers. Both models reduce filterable cysts to maintain drinking water quality.

* Note: System flow rate is reduced to 2 gpm to equipment being fed by the scale inhibition cartridge.

Visit www.nsf.org for the
claims associated with

products that are NSF listed.

DP-2C & DP-3C

DP-2C

DP-3C

Product Specifications

Model 
Number

Part 
Number

Reduction
Claims

Micron 
Rating Capacity

System Flow 
Rate* Application

Replacement  
Cartridge Qty Sizing

CFS8812-ELX 2

CFS8000-SK 1

CFS8812-ELX 3

CFS8000-SK 1

42,000 gallons
(158,987 liters)

5 gpm
(18.9 lpm)

For dual brewers, dual 
carbonators, and ice machines up 

to 800 lbs (362 kg)

Cyst

DP-3C 56010-01

Sediment, 
Chlorine, Cyst, 

Scale
0.5

28,000 gallons
(105,991 liters)

3.3 gpm
(12.5 lpm)

For single brewers, single 
carbonators, and ice machines up 

to 800 lbs (362 kg)
DP-2C 56009-01




