
Water Treatment Systems - Softeners
Spec No. _________________________________________________
Quantity _________________________________________________

Product Features
Patented Cyclone™ distributor scrubs resin
clean during regeneration.

Control valve is ruggedly built for reliable
service.

Safety brine valve prevents messy overflow of
salt brine.

Patented salt support shelf* allows the use of
any type of water softener salt and reduces
salt ‘bridging’ that can cause inadequate
regeneration.

Operates on 120V/60Hz power. 220V/50Hz
available upon request.

Application
• Point-of-Entry

The CFS075WS, CFS100WS and CFS150WS water softener systems are designed to reduce maintenance and
increase energy efficiency by eliminating hardness in water. High capacity sodium ion exchange resin reduces
hardness that can coat heating elements and form scale in the water storage area. This ‘softened’ water can extend
equipment life, reduce equipment cleaning times and maximize efficiency of cleaning agents.

CFS075WS, CFS100WS & CFS150WS

* U.S. Patent No. 5,951,855

Product Specifications

Model 
Number

Resin Volume
Cu. Ft. (Lit.)

Part
Number

System Flow Rate Peak Flow Rate Maximum 
Capacity

Inlet/Outlet
Pipe Size

Drain Line

CFS075WS 0.75 (21.2) 56000-01 3 gpm (11.4 lpm) 6 gpm (22.7 lpm) 22,500 Grains

CFS100WS 1 (28.3) 56000-02 4 gpm (15.1 lpm) 7 gpm (26.5 lpm) 30,000 Grains

CFS150WS 1.5 (42.5) 56000-03 6 gpm (22.7 lpm) 8 gpm (30.3 lpm) 45,000 Grains

1" NPT
5/8" OD x
1/2" ID




